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GENERAL NOTES

1. ALL MATERIALS AND WORKMANSHIP SHALL BE IN ACCORDANCE WITH 46
CFR SUBCHAPTER T REGULATIONS.

2. DIMENSIONS PROVIDED ARE CONTRACT GUIDANCE AND REFERENCE ONLY
PENDING DETAILED SHAFTING DESIGN, THE BUILDER'S TORSIONAL ANALYSIS,
AND FINAL DEVELOPMENT OF THE ARRANGEMENT. SEE REF 1.

3. SHAFT ASSEMBLIES (CARDAN SHAFTS, BULKHEAD SEAL, AND BEARINGS)
SHALL BE DESIGNED AND SUPPLIED AS AN INTEGRATED PACKAGE, SEE REF
1.

4. INSTALL AND ALIGN ENGINES, JETS, AND SHAFTING IN STRICT ACCORDANCE WITH
MANUFACTURERS' RECOMMENDATIONS.

5. FABRICATE ALUMINUM SAFETY GUARDS OVER SHAFTING FOR PERSONNEL
PROTECTION AND TO PREVENT DAMAGE TO CARBON FIBER SHAFTING.

6. CONTRACTOR TO SUPPLY CUSTOM BRACKETS FOR RESILIENT MOUNTS AT
ENGINE AND GEAR.

7. MOUNTING BOLTS TO BE GRADE 8.8

MACHINERY DATA

MAIN ENGINES: 803 HP @ 2100 RPM

1
REDUCTION GEARS: VERTICAL OFFSET, 1.2:1 RATIO A

WATERJETS: 800 HP @ 1750 RPM

REFERENCES

1. 16109-003-802-0 CONTRACT SPECIFICATIONS

2. 16109-003-120-0 HULL STRUCTURE

NORTH CAROLINA FERRY SYSTEM
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